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product model

Indication
window

Handle

Quick
/Compatible

fault 
indicating lamp

Wiring method of 2P
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Poles

Rated current In

Rated voltage Ue

Rated short-circuit capacity Icn   

Mechanical life

Rated impulse withstand voltage Uimp   

Electrical life

Protection grade      

Operating environment temperature

2P/4P

32A,40A,63A,80A,100A

 AC230V 2P/ AC400V 4P

6KA            

more than 10000 times

 6KV     

more than 6000 times

IP20            

-25℃～+65℃



01. wiring

Connect the power to incoming line correctly, power on the product. 

Product is at “Compatible” position, The indicator light will flash slowly 

after 25 seconds. The product is as close to the router as possible.

Installation Instructions
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02. Installation

TUYA  APP

TuyaSmart

03. register and login

Operate in sequence register an 

account Enter registration 

account
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04. Enter your 

registration password

05. Add equipment

Click + Add Device , select 

“ON/OFF Breaker(Wi-Fi)”, to 

enter the pairing state. After 

pairing successfully, Product is at 

“Quick” position.



06

Next
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Next



06. Timer Switch

Set timing time, 

ON/OFF at any time

07.  It can be bundled with Google 

and Amazon devices to achieve 

voice-controlled switches
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